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Basic parameters

SKH, SKHD

Hydrocarbon separators  
with settler and coalescence insert

Height of extensions HN: 400 mm 

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

Model Nominal 
Flow

Length  
L

Width  
D

Height  
h1/h2

Height  
H

Inlet/Outlet 
Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

Light Liquids 
Volume

[l/s] [m] [m] [cm] [cm] [mm] [mm] [m3] [m3] [l]

SKHD-2 2 1,73 1,2 104/100 125 110 600/600 1,7 0,7 250

SKH-3 3 1,73 1,2 99/95 125 160 600/600 1,7 0,6 290

SKHD-3 3 2,21 1,22 106/102 132 160 600/600 2,2 1,2 250

SKH-4 4 2,21 1,22 106/102 132 160 600/600 2,2 0,8 340

SKH-6 6 2 1,5 120/116 145 160 315/600 2,6 1,1 520

SKH-8 8 2,42 1,5 117/113 145 160 315/600 3,4 1,1 640
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SKH-B, SKHD-B

Model Nominal 
Flow

Maximum 
Flow

Length  
L

Width  
D

Height  
h1/h2

Height  
H

Inlet/
Outlet 

Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

Light 
Liquids 
Volume

[l/s] [l/s] [m] [m] [cm] [cm] [mm] [mm] [m3] [m3] [l]

SKHD-2 B 2 10 1,73 1,2 99/95 125 160 600/600 1,7 0,7 250

SKH-3 B 3 15 1,73 1,2 95/91 125 200 600/600 1,7 0,6 290

SKHD-3 B 3 15 2,21 1,22 100/96 132 200 600/600 2,2 1,2 250

SKH-4 B 4 20 2,21 1,22 100/96 132 200 600/600 2,2 0,8 340

SKH-6 B 6 30 2 1,5 110/106 145 250 315/600 2,6 1,1 520

SKH-8 B 8 40 2,42 1,5 101/97 145 315 315/600 3,4 1,1 640

Hydrocarbon separators  
with settler, coalescence insert and by-pass

Basic parameters

Height of extensions HN: 400 mm 

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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SKH-B2, SKHD-B2

Model Nominal 
Flow

Maximum 
Flow

Length  
L

Width  
D

Height  
h1/h2

Height  
H

Inlet/
Outlet 

Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

Light 
Liquids 
Volume

[l/s] [l/s] [m] [m] [cm] [cm] [mm] [mm] [m3] [m3] [l]

SKHD-2 B2 2 20 1,73 1,2 95/91 125 200 600/600 1,7 0,7 250

SKH-3 B2 3 30 1,73 1,2 90/86 125 250 600/600 1,7 0,6 290

SKHD-3 B2 3 30 2,21 1,22 97/93 132 250 600/600 2,2 1,2 250

SKH-4 B2 4 40 2,21 1,22 90/86 132 315 600/600 2,2 0,8 340

SKH-6 B2 6 60 2 1,5 104/100 145 315 315/600 2,6 1,1 520

SKH-8 B2 8 80 2,42 1,5 101/97 145 315 315/600 3,4 1,1 640

Hydrocarbon separators  
with settler, coalescence insert and by-pass

Basic parameters

Height of extensions HN: 400 mm 

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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SKHZ

Basic parameters

Hydrocarbon separators  
with settler and coalescence insert

Model Nominal 
Flow

Length  
L

Width  
D

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

[l/s] [m] [m] [cm] [mm] [mm] [m3] [m3]

SKHZ-3 3 2 1,29 103/99 160 600/600 2 0,9

SKHZ-4 4 2 1,29 103/99 160 600/600 2 1

SKHZ-6 6 2,9 1,29 103/99 160 600/600 3 1,5

SKHZ-8 8 3,7 1,29 103/99 160 600/600 4 2

SKHZ-10 10 2,5 1,62 135/131 160 600/600 4 2

SKHZ-15 15 3 1,62 130/126 200 600/600 5 2,5

SKHZ-20 20 3,6 1,62 130/126 200 600/600 6 3

SKHZ-25 25 4,2 1,62 125/121 250 600/600 7 3,5

SKHZ-30 30 4,7 1,62 125/121 250 600/600 8 4

SKHZ-35 35 5,3 1,62 118/114 315 600/600 9 4,5

SKHZ-40 40 5,9 1,62 118/114 315 600/600 10 5

SKHZ-45 45 6,4 1,62 118/114 315 600/600 11 5,5

SKHZ-50 50 7 1,62 118/114 315 600/600 12 6

SKHZ-60 60 5,5 1,95 140/136 315 600/600 14 7

SKHZ-70 70 5,2 2,15 160/156 315 600/600 16 8

SKHZ-80 80 6,0 2,15 152/148 400 600/600 18 9

SKHZ-90 90 6,8 2,15 152/148 400 600/600 21 10,5

SKHZ-100 100 7,5 2,15 152/148 400 600/600 23 11,5

Height of extensions HN: 250 mm 

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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SKHZ-B

Basic parameters

Hydrocarbon separators with settler,
coalescence insert and by-pass

Model Nominal 
Flow

Maximum 
Flow

Length  
L

Width  
D

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

[l/s] [l/s] [m] [m] [cm] [mm] [mm] [m3] [m3]

SKHZ-3 B 3 15 2 1,29 99/95 200 600/600 2 0,9

SKHZ-4 B 4 20 2 1,29 99/95 200 600/600 2 1

SKHZ-6 B 6 30 2,9 1,29 94/90 250 600/600 3 1,5

SKHZ-8 B 8 40 3,7 1,29 94/90 250 600/600 4 2

SKHZ-10 B 10 50 2,5 1,62 125/121 250 600/600 4 2

SKHZ-15 B 15 75 3 1,62 118/114 315 600/600 5 2,5

SKHZ-20 B 20 100 3,6 1,62 118/114 315 600/600 6 3

SKHZ-25 B 25 125 4,2 1,62 110/106 400 600/600 7 3,5

SKHZ-30 B 30 150 4,7 1,62 110/106 400 600/600 8 4

SKHZ-35 B 35 175 5,3 1,62 110/106 400 600/600 9 4,5

SKHZ-40 B 40 200 5,9 1,62 110/106 400 600/600 10 5

SKHZ-45 B 45 225 6,4 1,62 110/106 400 600/600 11 5,5

SKHZ-50 B 50 250 7 1,62 110/106 400 600/600 12 6

SKHZ-60 B 60 300 5,5 1,95 132/128 400 600/600 14 7

SKHZ-70 B 70 350 5,2 2,15 152/148 400 600/600 16 8

SKHZ-80 B 80 400 6,0 2,15 142/138 500 600/600 18 9

SKHZ-90 B 90 450 6,8 2,15 142/138 500 600/600 21 10,5

SKHZ-100 B 100 500 7,5 2,15 142/138 500 600/600 23 11,5

Height of extensions HN: 250 mm 

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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SKHZ-B2

Hydrocarbon separators with settler,
coalescence insert and by-pass

Basic parameters

Height of extensions HN: 250 mm 

Individual solutions are also possible, guaranteeing higher capacities and higher flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

Model Nominal 
Flow

Maximum 
Flow

Length  
L

Width  
D

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

[l/s] [l/s] [m] [m] [cm] [mm] [mm] [m3] [m3]

SKHZ-3 B2 3 30 2 1,29 94/810 250 600/600 2 0,9

SKHZ-4 B2 4 40 2 1,29 87/83 315 600/600 2 1

SKHZ-6 B2 6 60 2,9 1,29 87/83 315 600/600 3 1,5

SKHZ-8 B2 8 80 3,7 1,29 87/83 315 600/600 4 2

SKHZ-10 B2 10 100 2,5 1,62 118/114 315 600/600 4 2

SKHZ-15 B2 15 150 3 1,62 110/106 400 600/600 5 2,5

SKHZ-20 B2 20 200 3,6 1,62 110/106 400 600/600 6 3

SKHZ-25 B2 25 250 4,2 1,62 110/106 400 600/600 7 3,5

SKHZ-30 B2 30 300 4,7 1,62 110/106 400 600/600 8 4

SKHZ-35 B2 35 350 5,3 1,62 110/106 400 600/600 9 4,5

SKHZ-40 B2 40 400 5,9 1,62 110/106 400 600/600 10 5

SKHZ-45 B2 45 450 6,4 1,62 110/106 400 600/600 11 5,5

SKHZ-50 B2 50 500 7 1,62 110/106 400 600/600 12 6

SKHZ-60 B2 60 600 5,5 1,95 132/128 400 600/600 14 7

SKHZ-70 B2 70 700 5,2 2,15 152/148 400 600/600 16 8

SKHZ-80 B2 80 800 6,0 2,15 142/138 500 600/600 18 9

SKHZ-90 B2 90 900 6,8 2,15 142/138 500 600/600 21 10,5

SKHZ-100 B2 100 1000 7,5 2,15 142/138 500 600/600 23 11,5

https://haba.pl/
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SKP, SKPD

Hydrocarbon separators  
with settler and coalescence insert

Basic parameters

Model Nominal 
Flow

Height  
H

Width  
D

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole 
Diameter

Total 
Capacity

Settler 
Capacity

Light Liquids
Volume

[l/s] [m] [m] [cm] [mm] [mm] [m3] [m3] [l]

SKPD-1,5 1,5 1,5 1,1 108/104 110 600 0,85 0,45 40

SKP-3 3 1,5 1,1 108/104 160 600 0,85 0,45 70

SKPD-3 3 1,96 1,1 134/130 160 600 1,15 0,65 70

SKP-6 6 1,96 1,1 134/130 160 600 1,15 0,65 140

SKP-8 8 2,08 1,22 142/138 160 600 1,55 0,8 180

SKPD-10 10 2,51 1,22 180/176 160 600 2,05 1,4 230

SKPD-15 15 2,47 1,54 172/168 160 600 3 1,8 340

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

SKPD-1,5
SKP-3

SKPD-3
SKP-6

SKP-8 SKPD-10 SKPD-15

https://haba.pl/


11 www.haba.pl

SKHP

Hydrocarbon separators  
with coalescence insert

Basic parameters

Model Nominal 
Flow

Separator
Diameter D

Height  
H

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

[l/s] [mm] [mm] [mm] [mm] [mm] [m3]

SKHP-1,5 1,5 910 1170 660/630 110 600 0,3

SKHP-3 3 910 1290 730/700 160 600 0,4

SKHP-6 6 1130 1630 1070/1040 160 600 0,5

SKHP-8 8 1130 1630 1070/1040 160 600 0,8

SKHP-10 10 1130 1780 1220/1190 160 600 1

SKHP-15 15 1290 2010 1410/1370 200 600 1,6

SKHP-20 20 1290 2090 1490/1450 200 600 1,7

SKHP-25 25 1290 2370 1720/1680 250 600 1,9

SKHP-30 30 1630 2200 1550/1510 250 600 2,7

SKHP-40 40 1630 2400 1680/1640 315 600 3

SKHP-50 50 1630 3000 2280/2240 315 600 4

Individual solutions are also possible, guaranteeing higher capacities and higher flows. 

At the customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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SKHP-O

Hydrocarbon separators  
with settler and coalescence insert

Basic parameters

Model Nominal 
Flow

Separator
Diameter D

Height  
H

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

Settler  
Capacity

[l/s] [mm] [mm] [mm] [mm] [mm] [m3] [m3]

SKHP-O 1,5 1,5 910 1220 710/680 110 600 0,35 0,15

SKHP-OO 1,5 1.5 910 1520 1010/980 110 600 0,5 0,3

SKHP-O 3 3 910 1580 1020/990 160 600 0,5 0,3

SKHP-OO 3 3 1130 1790 1230/1200 160 600 1,0 0,6

SKHP-OOO 3 3 1630 2430 1870/1830 160 600 3,3 2,5

SKHP-O 6 6 1130 1890 1330/1300 160 600 10,2 0,6

SKHP-OO 6 6 1290 2080 1520/1480 160 600 1,7 1,2

SKHP-OOO 6 6 1630 2450 1890/1850 160 600 3,3 2,5

SKHP-O 8 8 1130 2040 1480/1450 160 600 1,15 0,8

SKHP-OO 8 8 1630 2200 1640/1600 160 600 2,8 1,6

SKHP-O 10 10 1290 1880 1320/1280 160 600 1,5 1,0

SKHP-OO 10 10 1630 2150 1590/1550 160 600 2,7 2,0

SKHP-O 15 15 1630 2200 1600/1560 200 600 2,75 1,5

SKHP-OO 15 15 1630 3200 2600/2560 200 600 4,5 3,0

SKHP-O 20 20 1630 2340 1740/1700 200 600 3,0 2,0

SKHP-OO 20 20 1950 2790 2190/2150 200 600 5,5 4,0

SKHP-O 25 25 1630 3000 2350/2310 250 600 4,1 2,5

SKHP-OO 25 25 1950 3900 3250/3210 250 600 8,2 5,0

SKHP-O 30 30 1630 3400 2750/2710 250 600 4,8 3,0

SKHP-O 35 35 1630 3800 3080/3040 315 600 5,4 3,5

SKHP-O 40 40 1630 4100 3380/3340 315 600 5,9 4,0

Individual solutions are also possible, guaranteeing higher capacities and higher flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices: additional extensions, alarm systems

https://haba.pl/
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SKHP-B

Basic parameters

Hydrocarbon separators
with coalescence insert and by-bass

Model Nominal 
Flow

Maximum 
Flow

Separator
Diameter D

Height  
H

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

[l/s] [l/s] [mm] [mm] [mm] [mm] [mm] [m3]

SKHP-B 1,5 1,5 15 910 1200 600/570 200 600 0,3

SKHP-B 3 3 30 1130 1380 730/700 250 600 0,55

SKHP-B 6 6 60 1130 1485 770/740 315 600 0,6

SKHP-B 8 8 80 1130 1695 980/950 315 600 0,8

SKHP-B 10 10 100 1290 1585 870/830 315 600 1

SKHP-B 15 15 150 1290 1870 1070/1030 400 600 1,2

SKHP-B 20 20 200 1290 2310 1420/1380 500 600 1,6

SKHP-B 25 25 250 1290 2620 1720/1680 500 600 1,9

SKHP-B 30 30 300 1630 2440 1540/1500 500 600 2,7

SKHP-B 35 35 350 1630 2580 1580/1540 600 600 2,8

SKHP-B 40 40 400 1630 2900 1900/1860 600 600 3,2

Individual solutions are also possible, guaranteeing higher capacities and higher flows. 

At the customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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SKHP-OB

Basic parameters

Hydrocarbon separators
with settler, coalescence insert and by-bass

Model Nominal 
Flow

Maximum 
Flow

Separator
Diameter D

Height  
H

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

Settler  
Capacity

[l/s] [l/s] [mm] [mm] [mm] [mm] [mm] [m3] [m3]

SKHP-OB 1,5 1,5 15 910 1330 730/700 200 600 0,35 0,15

SKHP-OOB 1,5 1,5 15 910 1620 1020/990 200 600 0,5 0,3

SKHP-OB 3 3 30 1130 1610 960/930 250 600 0,75 0,3

SKHP-OOB 3 3 30 1290 1760 1110/1080 250 600 1,2 0,6

SKHP-OOOB 3 3 30 1290 2560 1910/1880 250 600 2,1 1,5

SKHP-OB 6 6 60 1290 1965 1250/1210 315 600 1,4 0,6

SKHP-OOB 6 6 60 1630 1955 1240/1200 315 600 2,1 1,2

SKHP-OOOB 6 6 60 1630 2700 1985/1945 315 600 3,5 2,5

SKHP-OB 8 8 80 1290 2200 1485/1445 315 600 1,65 0,8

SKHP-OOB 8 8 80 1630 2235 1440/1400 315 600 2,5 1,6

SKHP-OB 10 10 100 1630 1800 1085/1045 315 600 2,8 1,0

SKHP-OOB 10 10 100 1630 2315 1640/1600 315 600 2,8 2,0

SKHP-OB 15 15 150 1630 2240 1440/1400 400 600 2,5 1,5

SKHP-OOB 15 15 150 1950 2600 1800/1760 400 600 4,5 3,0

SKHP-OB 20 20 200 1630 2540 1740/1700 500 600 3,0 2,0

SKHP-OOB 20 20 200 1950 3000 2100/2060 500 600 5,2 4,0

SKHP-OB 30 30 300 1950 2740 1840/1800 500 600 4,6 3,0

SKHP-OB 40 40 400 1950 3110 2110/2070 600 600 5,3 4,0

Individual solutions are also possible, guaranteeing higher capacities and higher flows. 

At the customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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STP

Fat separators with settler

Basic parameters

Model Nominal 
Flow

Length L/
Height H*

Width 
D

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

Settler
Capacity

Grease
Capacity

[l/s] [m] [m] [cm] [mm] [mm] [m3] [m3] [l]

STP-1 1 1,34* 0,7 80/77 110 400 0,28 0,07 130

STP-2 2 1,96* 1,11 1,33/1,30 160 600 1,15 0,5 310

STP-4 4 2,07* 1,22 1,43/1,40 160 600 1,55 0,8 500

STP-6 6 2,51* 1,22 1,87/1,84 160 600 2,05 1 700

STP-8 8 2,47* 1,54 1,82/1,79 160 600 3 1,5 1200

STP-10 10 2,8* 1,54 2,15/2,12 160 600 3,6 1,7 1500

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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STH , STHO (with settler )

Fat separators

Basic parameters

Model Nominal 
Flow

Length  
L

Width 
D

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

Settler
Capacity

[l/s] [m] [m] [cm] [mm] [mm] [m3] [m3]

STH-3 3 1,73 1,2 99/95 160 600/600 1,7 -

STHO-3 3 1,73 1,2 99/95 160 600/600 1,7 0,43

STH-4 4 2,21 1,22 106/102 160 600/600 2,2 -

STHO-4 4 2,21 1,22 106/102 160 600/600 2,2 0,55

STH-6 6 2 1,5 120/116 160 315/600 2,6 -

STHO-6 6 2 1,5 120/116 160 315/600 2,6 0,65

STH-10 10 2,42 1,5 117/113 160 315/600 3,4 -

STHO-10 10 2,42 1,5 117/113 160 315/600 3,4 0,85

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter o f the connections.

Optional devices:

•	 additional extensions

•	 alarm systems

https://haba.pl/
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STHP , STHP-O (with settler)

Fat separators

Basic parameters

Model Nominal 
Flow

Separator
Diameter D

Height  
H

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

[l/s] [mm] [mm] [mm] [mm] [mm] [m3]

STHP-1 1 710 1560 1200/1160 110 600 0,4

STHP-2 2 910 1410 1050/1010 110 600 0,7

STHP-4 4 1130 1620 1210/1170 160 600 1,2

STHP-6 6 1290 1690 1280/1240 160 600 1,8

STHP-7 7 1290 1870 1460/1420 160 600 2,0

STHP-8 8 1630 1500 1290/1250 160 600 2,4

STHP-10 10 1630 1830 1420/1380 160 600 3,0

Model Nominal 
Flow

Separator
Diameter D

Height  
H

Height  
h1/h2

Inlet/Outlet 
Diameter

Manhole  
Diameter

Total  
Capacity

Settler  
Capacity

[l/s] [mm] [mm] [mm] [mm] [mm] [m3] [m3]

STHP-O 1 1 710 1950 1590/1550 110 600 0,5 0,1

STHP-O 2 2 910 1810 1450/1410 110 600 0,9 0,2

STHP-OO 2 2 1130 1800 1440/1400 110 600 1,35 0,4

STHP-O 4 4 1130 2070 1660/1620 160 600 1,5 0,4

STHP-OO 4 4 1290 1960 1550/1510 160 600 2,1 0,8

STHP-O 6 6 1630 1600 1190/1150 160 600 2,7 0,6

STHP-OO 6 6 1630 1900 1490/1450 160 600 3,1 1,2

STHP-O 7 7 1630 1700 1290/1250 160 600 2,8 0,7

STHP-OO 7 7 1630 2140 1730/1690 160 600 3,6 1,4

STHP-O 8 8 1630 1980 1570/1530 160 600 3,3 0,8

STHP-OO 8 8 1630 2100 1690/1650 160 600 3,5 1,6

STHP-O 10 10 1630 2300 1850/1810 160 600 3,9 1,0

STHP-OO 10 10 1630 2600 2150/2110 160 600 4,4 2,0

Individual solutions are also possible, guaranteeing larger volumes and larger flows. 

At customer’s request it is possible to change the diameter of the connections.

Optional devices: additional extensions, alarm systems

https://haba.pl/
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The standard manhole cover of a treatment plant, pumping station or separator is available in green or black colour.

Covers

Basic parameters

Index Name

OD/0047 Cover 315

OD/0048 Cover 400

OD/0049 Cover 600

Accessories

https://haba.pl/


19 www.haba.pl

Series

Chameleon covers can be used interchangeably with standard sewage treatment plant covers. Thanks to a specially adapted 

recess, they allow you to adapt the appearance of the cover to the environment, e.g. grass, stones, gravel, etc. When laying grass 

on the CHAMELEON cover, pay attention to the need for more frequent watering.

Basic parameters

CHAMELEON Covers

Index Name

OD/0051 Chameleon cover 400

OD/0050 Chameleon cover 600

Accessories

https://haba.pl/
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PREMIUM Cover

Basic parameters

Premium covers can be used interchangeably with standard sewage 

treatment plant covers.

They are characterized by a modern look thanks to a flat design and 

increased load resistance.

Additionally, it is possible to use security locks in the cover.

Index Name

OD/0102 Cover 600 PREMIUM

Accessories

https://haba.pl/
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Basic parameters

Fixed extensions

We use fixed extensions at a fixed ground height relative to the cover or for extension when the telescopic extension is too short.

Index Name

OD/0011 Fixed extension 315

OD/0012 Fixed extension 400

OD/0013 Fixed extension 600

Accessories

https://haba.pl/
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Telescopic extensions

Basic parameters

In order to simplify assembly, it is recommended to use a telescopic extension. Due to the movable structure of the extension, 

the height of the cover position in relation to the ground can be easily adjusted.

Index Name

OD/0001 Telescopic extension 315

OD/0002 Telescopic extension 400

OD/0003 Telescopic extension 600

Accessories

https://haba.pl/
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